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ABSTRACT
Hundreds of gravitational mass movements were triggered in Carinthia (Austria) in the course of a four-day heavy precipitation event. This 

extreme precipitation event were preceded by a period of rainfall over several weeks, which led to a high degree of soil soaking. In addi-

tion to floods and mudflows, the dominant gravitational mass movements were landslides and soil flows, some of which caused extensive 

damage.

EVENT DESCRIPTION
In the first week of August 2023, an area of low pressure moved from northern Italy to astern Europe (depression Zacharias) and brought 

large amounts of rain to the southern and northern sides of the Alps in a short period of time (Fig. 1). In Figure 1 shows the precipitation 

sum for five days created on 7 August (1 A) and monthly sums in July 2023 with respect to two periods (1B and 1C).

Figure 1: Precipitation sum (5 days) beginning Aug. 2023 (A) and relative monthly sums of July 2023 compared to 1991-2020 (B) and 1961-1990 (C) (Source: GeoSphere Austria).

Table 1: Monthly sums of precipitation of July in the reference period 1991-2020 and 1961-1990 compared to 2023 in several stations in Southern Carinthia (Source GeoSphere Austria).

In some regions of Carinthia it rained more than in an average August from Thursday morning 3 August 2023 to Monday morning 6 August 

2023: Loibl 298 mm in 5 days (184 mm August average), Bad Eisenkappel 253 mm in 5 days (144 mm August average), Ferlach 243 mm in 5 

days (145 mm August average) and Klagenfurt 148 mm in 5 days (131 mm August average) (www.geosphere.at). These extreme precipitation 

events were preceded by a rainy July, with monthly average precipitation 50-200 % higher than in the last 60 years (Tab.1). 
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The first mudslides and floods occurred on 4 August. In correlation with the distribution of precipitation, the Lower Carinthian region, espe-

cially the municipalities of Eisenkappel and Voelkermarkt, were most affected by landslides during the Zacharias depression. However, nu-

merous landslides and floods were also recorded in Diex, Brueckl, Ebenthal and Klagenfurt and some municipalities in the Lavanttal valley.

RAINFALL INDUCED LANDSLIDE TYPES
Hundreds of gravitational mass movements were triggered during the storm and flood event (fig. 2 and 3). A systematic survey of all gravita-

tional mass movements could not be carried out due to the large number of processes and limited human resources. Only those gravitational 

mass movements that occurred directly in the settlement area and/or caused damage were documented. The gravitational mass movements 

can be classified according the involved material (rock, soil and debris) and movement types (falling, sliding, spreading, toppling etc.) into 

different massmovement types (Varnes,1978, Cruden and Varnes, 1996) (Fig. 2 and 3).

Figure 2: Types of landslides triggered in the August storm event. (A) Landslide (B) shallow landslide, (C) soil flow and (D) debris flow (photos by S. Melzner).

The field mapping and documentations revealed that the dominant gravitational mass movement types in the disaster were landslides, 

soil flows and slope explosions (Fig. 2 and 3). In the course of the heavy precipitation event, many landslides turned into flow processes 

depending on the material. Slope explosions are caused by localized water ingress into the slope (with high intensity). In the terrain, such 

slope explosions can be recognized by the shell-shaped fractures ("blast craters"), which usually contain no/little material due to the force 

of the process triggering. The mobilized material can reach high velocities and large flow distances due to the high water content.

Figure 3: Types of landslides triggered in the August storm event. (A) Slope explosion, soil flow in Ruhstatt and (B) deformation of the road body within a reactivated landslide in Voelkermarkt 

(photos by F. Goldschmidt).	  
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In addition, older landslides were reactivated. The morphological form of the medium to large landslide are clearly recognizable in the 

LIDAR DTM, which is approx. 10 years old.

DAMAGE
The landslides and soil flows led to the silting up of agricultural land, the relocation of road sections and, in some cases, the destruction of 

buildings (Fig. 4 and Fig. 5).

Figure 4: Damage caused by landslides in the municipality of Voelkermarkt (photos by F. Goldschmidt).

More than 200 roads in the rural road network were affected. The restoration costs totalled around 11.2 million euros. The forest roads were 

damaged in numerous places. Here, the restoration will cost 6.5 million euros. In addition, there are around 700,000 cubic meters of dam-

aged timber and damage to agricultural crops amounting to over 9 million euros (cost estimations by Federal State Government). Considera-

ble damage has also been caused to a total of 39 sections of state roads, which are estimated to cost an additional 3 million euros to repair.

Figure 5: A process coupling (landslide and erosion) led to a large rockfall that severely damaged a building (photo A by S. Melzner, photos B and C by F. Goldschmidt).

In the area of the settlements, protective measures against future gravitational mass movements are to be installed.  In the area of the land-

slide Fig. 5, for example, a retaining dam should protect the group of houses below from further rockfalls or landslides, thereby restoring 

the safety of the site. In addition, the neighbouring slopes should be assessed with regard to potential hazards, as the same conditions exist 

as in the landslide area.
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CONCLUSIONS
In future, the increase in extreme weather events and the potential triggering of hundreds of gravitational mass movements will require a 

collective rethink and the application and development of innovative methods for the rapid documentation of processes and damage and 

the assessment of hazards in the event of a disaster. Automated damage and event/process reporting using an app, the provision of financial 

and human resources for a systematic survey of all gravitational mass movements (Melzner et al., 2015) will also be necessary in the future 

with regard to a reliable data basis for preventive  spatial planning.
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